The large amount of nanoscale pores in shale results in the inability to apply Darcy's law. Moreover, the gas adsorption of shale increases the complexity of pore size characterization and thus decreases the accuracy of flow regime estimation. In this study, an apparent permeability model, which describes the adsorptive gas flow behavior in shale by considering the effects of gas adsorption, stress dependence, and non-Darcy flow, is proposed. The pore size distribution, methane adsorption capacity, pore compressibility, and matrix permeability of the Barnett and Eagle Ford shales are measured in the laboratory to determine the critical parameters of gas transport phenomena. The slip coefficients, tortuosity, and surface diffusivity are predicted via the regression analysis of the permeability data.
Shale gas production is a major constituent of natural gas production in the United States. Although profitable shale gas production has been achieved using hydraulic fracturing and horizontal drilling technologies, several subjects are worth studying. First, shale is a good adsorbent of adsorptive gases, such as methane (CH 4 ), carbon dioxide (CO 2 ), and nitrogen (N 2 ). Accordingly, free gas and adsorbed gas coexist in shale gas reservoirs [1] [2] [3] [4] . Many experimental measurements of the gas adsorption capacity of shale rocks have been conducted to assess their adsorption mechanisms and to correct the original gas in place (OGIP) in shale gas reservoirs [5] [6] [7] . Second, shale is an ultralight rock. Its extremely low permeability and micro-and nanoscale pore sizes are very different than those of normal conventional rocks (sandstone and carbonate). Thus, Darcy's law cannot be used to interpret the gas flow behavior in shale gas reservoirs [8] [9] [10] [11] [12] . In general, it is widely accepted that the flow regimes in micro-and nanoscale systems depend on the Knudsen number (Kn) [13] [14] [15] [16] . As shown in Fig. 1 , four flow regimes can be categorized based on their Knudsen numbers. For Kn < 0.001, the no-slip boundary condition in the continuum flow regime is valid, which indicates that Darcy's law is applicable to this regime. For 0.001 < Kn < 0.1, the flow regime is the slip flow regime, which indicates that gas slippage occurs at the pore wall. At this time, the Navier-Stokes (N-S) equation should be solved under the slip boundary condition. For 0.1 < Kn < 10, the flow regime is a transition regime, which indicates that both gas slippage and gas diffusion occur simultaneously; thus, the slip model becomes more complex. Finally, for Kn > 10, free-molecule flow occurs, in which the intermolecular collisions are negligible compared to the collisions between gas molecules and pore walls. Third, surface diffusion may significantly contribute to mass transfer in porous media 17, 18 . This diffusion coexists with the transfer of bulk free gas in shale, which is expressed by Fick's law with surface diffusivity (D s ). The mobility of adsorbed gas relative to that of bulk free gas determines the enhancement or impediment of surface diffusion with respect to gas transport in Figure 1 . Gas flow regimes categorized by Knudsen number 16 .
Model Description
Javadpour 8 Linear sum of first-order slip flow and Knudsen diffusion Civan et al. 20 A model that incorporates the suite of continuum, slip, transition, and free-molecular flow regimes in one equation and considers the gas adsorption/desorption effect Darabi et al. 21 Modified version of Javadpour's model, with consideration of the impact of surface roughness on Knudsen diffusion
Moghadam and Chalaturnyk 22 An expansion of the Klinkenberg slip theory expressed in quadratic format Sheng et al. 23 Nonlinear assembly of viscous flow and Knudsen diffusion associated with the surface diffusion effect Wu et al. 9 Nonlinear assembly of first-order slip flow and Knudsen diffusion associated with surface diffusion Pang et al. 4, 19, 34 Combination of second-order slip flow and surface diffusion using the Langmuir slip model, with consideration of the density profile provided by the SLD-PR model Fink et al. 24 Slip flow expressed in terms of the superposition of the Klinkenberg and pore-elastic effects 
Experimental Study
In this section, the experimental measurements of the methane adsorption capacity, pore size distribution, pore compressibility, and rock permeability of the Barnett and Eagle Ford shales are described.
Samples.
To conduct the previously mentioned experimental measurements, two shale core plugs were subsampled from a long outcrop of the Barnett Shale reservoir and two shale core plugs were subsampled from a long outcrop of the Eagle Ford Shale reservoir. For both the Barnett and Eagle Ford shale core plugs, one of them was analyzed to measure its permeability and then crushed to measure its total organic content (TOC), vitrinite reflectance (R 0 ), and mineral components. The other was analyzed to measure its pore compressibility and then crushed to measure its nitrogen and methane adsorption capacity. The rock evaluation results and the mineral components of the Barnett shale and Eagle Ford shale outcrops are listed in Tables 2 and 3 , respectively. Their total organic content (TOC) and vitrinite reflectance (R 0 ) values were obtained from Rock-Eval pyrolysis. The rock mineral components of the whole-rock samples and clay minerals were determined via X-ray diffraction (XRD) analysis.
Pore Size Distribution from Nitrogen Adsorption/Desorption Isotherms. The low-pressure nitrogen (N 2 ) adsorption/desorption isotherms are measured to investigate the pore size distribution of the Barnett and Eagle Ford shale core samples. A commercial N 2 adsorption/desorption pore size analyzer with a 0.0001 cm 3 /g (STP) minimum pore volume and pore sizes ranging from 0.35 to 400 nm is used in this study. For each of these two shale core samples, 1 g of each ground shale core sample (60 mesh) was dried and vacuumed overnight at 80 °C before conducting the N 2 adsorption/desorption measurements. The N 2 adsorption/desorption data are collected at 77 K (liquid nitrogen at atmospheric pressure). According to the IUPAC classification, the measured N 2 adsorption/desorption isotherms for the Barnett and Eagle Ford shales exhibited in Fig. 2 are Type IV 25 . The hysteresis loop indicates the occurrence of capillary condensation in the mesopores 25, 26 . The measured N 2 isotherms are interpreted using both the density functional theory (DFT) and Barrett-Joyner-Halenda (BJH) methods. The pore size distributions are presented in Fig. 3 . For the Barnett shale core sample, the mode of the pore widths obtained using DFT is 3.969 nm and that obtained using the BJH methods is 3.788. Thus, this Barnett shale core sample contains numerous mesopores with pore diameters of approximately 3.7 to 4 nm. For the Eagle Ford shale core sample, the mode of the pore widths obtained using DFT is 4.152 nm and that obtained using the BJH methods is 3.721. Similarly, this Eagle Ford shale core sample contains numerous mesopores with pore diameters of approximately 3.7 to 4.2 nm.
Methane Adsorption Measurement. The methane adsorption capacity of the Barnett and Eagle Ford
shale core samples is measured using the gravimetric method. In this study, non-adsorbed gas (helium) and adsorbed gas (methane) are used as injection gases to conduct two separate measurements for each of the Barnett and Eagle Ford shale core samples. The weight difference between the two measurements with different gases is regarded as the weight of the adsorbed gas. The selected experimental equipment is the magnetic suspension sorption system. The resolution of this apparatus is 0.01 mg, and its reproducibility is ±0.02 mg. The relative error is less than 0.002% of the measured value. To avoid the effects of the presence of moisture and formation water on the methane adsorption measurements 5, 27, 28 , the core sample was dried in a vacuum oven at 105 °C for 48 hours to remove the moisture and formation water before the adsorption measurements were conducted. Additional drying was performed by setting the core plug in the magnetic suspension sorption system at the testing temperature and vacuuming until the weight variation of the core sample was nil. In this study, high-purity (99.99%) methane (CH 4 ) and high-purity (99.99%) helium (He) are utilized as injection gases, and the temperature of the adsorption measurements is set at 180 °F (82.22 °C) to mimic the reservoir conditions of the Barnett and Eagle Ford shales. Finally, the Gibbs (excess) adsorption isotherms of methane (CH 4 ) for the Barnett and Eagle Ford shale core samples are determined, which are displayed in Section 4. Pore Compressibility. The gas expansion method is used to test the rock compressibility of the Barnett shale core sample. The experimental devices shown in Appendix A are applied to perform this test. In this study, a non-adsorptive gas (He) is chosen as the measuring gas. To mimic the reservoir conditions, the confining pressures in the axial and radial directions are set as 41.37 MPa (6000 psi) and 34.47 MPa (5000 psi), respectively. For more details on the pore compressibility measurements, please refer to the previous study 4 . The measurement results, which are expressed as pore volume versus pore pressure, are presented in Fig. 4 .
Permeability Measurement.
A pressure-pulse decay permeability test was conducted, using the Autolab 1000 system, to determine the matrix permeability of the Barnett and Eagle Ford shale core samples. The precision of the measured permeability is approximately ±2.5%. The size and weight of the Barnett shale core sample are 1.5 × 3-inch and 200.182 g, respectively. Additionally, the size and weight of the Eagle Ford shale core sample are 1.5 × 3-inch and 202.163 g, respectively. Prior to testing the matrix permeability, the shale core sample was dried by placing it in a vacuum oven for 24 hours. To simulate the gas flow in shale gas reservoirs, high-purity methane (99.99%) is used as the measuring gas. During the permeability measurements, the confining pressure is set as a constant (15 MPa) , and the matrix permeabilities with different pore pressures are measured. The shale matrix permeability versus the pore pressure of the Barnett shale and that of the Eagle Ford shale are presented in Section 4.
Theory and Model Construction
In this section, the theories of gas adsorption, stress dependence, and non-Darcy flow applied in this study are presented. To precisely characterize the apparent permeability of shale, a permeability model that includes these critical parameters is constructed.
Gas Adsorption Effect. A series of gas adsorption experimental measurements have been conducted
to investigate the gas adsorption capacity of organic-rich shale 27, [29] [30] [31] . Typically, organic matter (kerogen) and clay minerals are good adsorbents of methane (CH 4 ), carbon dioxide (CO 2 ), and nitrogen (N 2 ) 27,32,33 . According to previous studies of gas adsorption in shale and coal, gas adsorption not only contributes to the original gas in place (OGIP) but also acts to reduce the hydraulic radius for gas transfer 4, 7, 34 . Herein, we focus on determining the thickness of adsorbed gas and analyzing the impact of adsorption on gas transport in nanopores.
Note that the thickness of adsorbed gas is related to the amount of adsorption, which can be calculated based on the density profile in the nanopores 34 . To determine the density distribution in the nanopores, the SLD-PR model is utilized to evaluate the methane adsorption performance of the Barnett and Eagle Ford shale core samples. The SLD-PR model, which considers the fluid-fluid and fluid-solid interactions in a slit-shaped pore, has been successfully used to describe the adsorption of gas on coal and shale rocks 30, 35, 36 . In the SLD-PR model, the equilibrium chemical potential is the sum of the potentials from fluid-fluid and fluid-solid interactions, which is equal to the bulk fluid potential.
ff fs bulk where µ(z) is the chemical potential of fluid at position z. The subscripts "bulk", "ff" and "fs" denote the bulk fluid, fluid-fluid and fluid-solid interactions, respectively. The chemical potential of the bulk fluid can be written as a function of fugacity:
Where the subscript "0" refers to an arbitrary reference state and f bulk refers to the fugacity of the bulk fluid. Similarly, the chemical potential of a fluid-fluid interaction can be calculated using:
is the fugacity of the fluid-fluid interaction at position z. The chemical potential of a fluid-solid interaction is given as:
A fs fs fs where N A is Avogadro's number and ψ fs (z) and ψ fs (L-z) are potential energy functions that account for a fluid molecule at position z interacting with both slit walls. According to Lee's partially integrated 10-4 Lennard-Jones potential 37 , the fluid-solid interaction can be calculated using the following equation: 
, ρ atoms is the solid atom density, which is equal to 38.2 atoms/nm 236 . ε fs is the fluid-solid interaction energy parameter. σ fs is the average of σ ff and σ ss , which is expressed as σ fs = (σ ff + σ ss )/2. σ ff and σ ss represent the molecular diameter of the adsorbate and the carbon interplanar distance, respectively. The value of the carbon interplanar distance is defined as that for graphite, i.e., 0.335 nm (σ ss = 0.335 nm). z′ is the dummy coordinate, which is defined as z′ = z + σ ss /2.
By substituting Equations 2, 3 and 4 into Equation 1, the adsorption equilibrium can be expressed as: 
where k is Boltzmann's constant (k = 1.38 × 10 −23 J/K). As mentioned above, the Peng-Robinson equation of state (PR-EOS) is applied to describe the fluid-fluid interaction. The PR-EOS can be written in terms of density as follows 36, 38 :
In Equation 8, Gasem et al. (2001) introduced the term α(T), which is expressed as follows 39 : , the fugacity of the bulk fluid can be expressed as:
Analogously, the fugacity of the adsorbate, which accounts for the fluid-fluid interactions, can be given as: 
is the density profile in the slit pore; thus, based on the SLD-PR model, the Gibbs adsorption isotherm can be given as:
In Equation 13 , parameter A is the specific surface area (in m 2 /g), and n Gibbs is the Gibbs adsorption amount (in mmol/g). Following Simpson's rule, Equation 13 can be integrated numerically. To fit the methane adsorption isotherm with the SLD-PR model, the regression process will determine four parameters: specific surface area, A (in m 2 /g); fluid-solid interaction energy, ε fs /k (in Kelvin); slit width, L (in nm); and covolume correction factor, A b . Note that ε fs /k is the fluid-solid interaction normalized by Boltzmann's constant (k), the units of which are in Kelvin.
Furthermore, following the method proposed by Pang et al. 34 , the thickness of the adsorbed methane can be determined. First, calculate the average value of the density at σ ff /2 and the density at L/2, as denoted by ρ 1/2 (z), which can be expressed as ρ 1/2 (z) = (ρ σff/2 + ρ L/2 )/2. Second, compute the corresponding z of ρ 1/2 (z) from the density profile. The estimated z is regarded as the effective thickness of the adsorbed gas, from which the volume of the adsorbed gas can be determined by multiplying the surface area by the estimated z. For more details about the SLD-PR model and the thickness of the adsorbed gas, please refer to our previous work 34 .
Stress-Dependence Effect. The stress-dependence effect can be described by the pore compressibility, as shown in the following equation: This equation indicates that the confining pressure (P c ) is assumed to be constant under reservoir conditions. As a result, the pore volume will decrease as the pore pressure (P p ) decreases. After simplification, Equation 14 can be expressed as follows:
Under reservoir conditions, pore pressure decreases during gas production, and compression caused by overburden stress leads to pore volume shrinkage due to the decrease in effective stress. φ/φ o in Equation 15 is defined as the porosity multiplier. P p and P po are the pore pressures that correspond to φ and φ o , respectively.
Non-Darcy Flow Effect. The gas transport mechanism in shale gas reservoirs is significantly different than that in conventional reservoirs. Darcy's law may fail to properly describe the flow behavior in nanopores. Generally, the process of determining the flow regime based on the Knudsen number (Kn) and then selecting an appropriate model to characterize the flow behavior has been widely acknowledged. The Knudsen number (Kn) is defined as the ratio of the gas mean free path to the characteristic length.
where D is the characteristic length and λ is the mean free path, which is calculated as follows 24 :
where k is the Boltzmann constant, T is the temperature in Kelvin, δ is the diameter of gas molecules in m, and P is the pressure in Pa. It is worth mentioning that when considering the gas adsorption effect, the characteristic length of the flow conduit should be corrected. Based on the slit pore geometry of the SLD-PR model, the characteristic length (D) in Equation 16 should be the effective slit pore width (L b ) for free gas, which is given as:
where L is the slit pore width and z is the thickness of the adsorbed gas. Based on previous studies, the flow regimes in micro-and nanoscale systems, such as shale gas reservoirs, are mainly slip flow and transition flow regimes 19, 40, 41 . Therefore, gas slippage and Knudsen diffusion should be considered as the primary gas flow models. Herein, taking advantage of the slit pore geometry of the SLD-PR model, we assume that all pores in the shale are slit-shaped pores. Accordingly, the gas slippage and Knudsen diffusion models with slit-shaped pores can be generated separately.
First, in terms of gas slippage, the Navier-Stokes (N-S) equation is widely used to interpret the gas flow behavior in slip flow regimes [42] [43] [44] . To extend the N-S solution to the transition flow regime, the Maxwell-type second-order slip boundary condition is used to solve the N-S equation. The general form of the second-order slip boundary condition is written as 42 :
For slit-shaped pore geometry, the characteristic length (D) in Equation 16 should be the effective slit width (L b ). Subsequently, the mass flux of the second-order slip flow is given as:
where A 1 and A 2 are slip coefficients, and σ is the tangential momentum accommodation coefficient (TMAC). The tortuosity (τ) is set as 5 in this study, and k D is the dimensionless permeability. The viscosity µ (in Pa·s) is calculated using the model of Lee, Gonzales and Eakin 45 .
On the other hand, the mass flux of a Knudsen diffusion slit-shaped pore can be expressed as:
J D RT dp dx L MRT dp dx in which D f is the fractal dimension of the pore wall and s is the characteristic length. For slit pore geometry, s is given as 46 :
Furthermore, in terms of adsorptive gas, such as CH 4 and CO 2 , the effect of surface diffusion may provide extra flow velocity to enhance the free gas transport in nanopores 19, 47 . Therefore, to accurately describe the adsorptive gas flow in shale gas reservoirs, surface diffusion should be considered. The driving force of surface diffusion is the chemical potential gradient. The mass flux due to surface diffusion can be calculated as 17, 18 :
where D s is the surface diffusivity in m 2 /s, D s0 is the surface diffusivity at zero gas coverage in m 2 /s, and C s is the adsorbed phase concentration in mol/m 3 . The adsorbed phase concentration follows the Langmuir isotherm equilibrium, which is expressed as: where θ is the adsorption coverage, n a is the amount of the adsorbed phase per mass of adsorbent, n 0 is the maximum adsorption amount corresponding to the adsorbent capacity (in mmol/g), P L is the Langmuir pressure (in MPa), and C µs is the maximum mass of gas adsorbed per solid volume (in mol/m 3 ). Finally, following the model proposed by Wu et al. 7 for gas transport in shale nanopores, the total mass flux can be written as:
t v s vs kk s
where J t is the total mass flux. J vs and J k are the mass fluxes of second-order slip flow and Knudsen diffusion, respectively. ω vs is the ratio of the intermolecular collision frequency to the total collision frequency, which is expressed as 48 In addition, ω k is the ratio of the wall-molecule collision frequency to the total collision frequency, which is expressed as 48 :
Finally, the total apparent permeability of the slit-shaped nanopores can be calculated as: where k t is the total apparent permeability (in m 2 ) of the slit-shaped nanopores.
Results and Discussion
To properly evaluate the application of the apparent permeability model to shale gas reservoirs, the apparent permeability model, which includes the effects of gas adsorption, stress dependence, and non-Darcy flow, is used to perform the regression analysis of the measured matrix permeabilities of the Barnett and Eagle Ford shale core samples.
First, the effect of gas adsorption leads to the reduction of the effective pore width and additional gas mobility due to surface diffusion. Herein, the methane adsorption capacity of the Barnett and Eagle Ford shale core samples is evaluated by fitting the measured excess adsorption data with the SLD-PR model. Based on the pore size distribution, the mode of the pore widths obtained from the N 2 adsorption/desorption isotherms for both the Barnett and Eagle Ford shales is approximately 3.7 to 4.2 nm. Therefore, the pore width range in the SLD-PR model is set from 3.5 to 4.5 nm to represent the methane adsorption in the majority of nanoscale pores in these shale core samples. The four regression parameters and the average absolute percent error (%AAD) of the SLD-PR model are presented in Table 4 . The function of the average absolute percent error (%AAD) is given in Appendix B. In addition, the measured excess methane adsorption isotherms and the curve-fitting results are shown in Fig. 5 .
The best match (%AAD = 3.4591) of the slit-shaped pore width for the Barnett shale core sample is 3.7 nm, and the best match (%AAD = 1.955) of the slit-shaped pore width for the Eagle Ford shale core sample is 4.2 nm. These values are used as the pore widths (L) in the following calculations. The pore volume of the Barnett shale core samples can be calculated by multiplying the surface area by half the pore width due to the slit-shaped pore geometry; the corresponding porosity is 0.1185. Similarly, the porosity of the Eagle Ford shale core sample is 0.1574.
Furthermore, according to the density profile provided by the SLD-PR model, the thickness of the adsorbed gas can be determined using the method proposed by Pang et al. 34 . The thickness of the adsorbed methane (z) is presented in Table 5 . Subsequently, the volume of the adsorbed methane can be calculated by multiplying the surface area by the thickness. Then, the absolute adsorption is calculated as follows 49 : Second, as shown in Fig. 4 , the red trend lines indicate that there is a linear relationship between pore volume and pore pressure. Therefore, the pore compressibility (C p ) of the Barnett shale core sample and that of the Eagle Ford shale core sample are calculated using Equation 14 to be 0.001552 1/MPa and 0.001363 1/MPa, respectively. Then, the porosity multipliers and thus the pore volumes (PVs) of both shale core samples can be calculated.
According to Equation 15 , the pore volume is pore-pressure-dependent. Additionally, the adsorption amount is pore-pressure-dependent, which indicates that the volume of adsorbed gas is also pore-pressure-dependent. Hence, the stress-dependence and gas adsorption effects can be combined to describe the effective pore volume: in which τ is the tortuosity, φ tb is the total porosity for bulk free gas, φ t is the total porosity, and φ ts is the total porosity for surface diffusion. The derivation of the correction factors is shown in Appendix C. Moreover, compared with the permeability of the slit pores based on Darcy's law without considering the effects of gas adsorption, stress dependence, and non-Darcy flow shown as Equation 40 , the apparent permeability model (Equation 37 ) is more complicated due to the consideration of unique shale features.
In this study, the total porosity (φ t ) is calculated based on the PV values in Tables 5 and 6 , and the total porosity for bulk free gas (φ tb ) is calculated based on the effective PV values in Tables 5 and 6. In addition, by fitting the absolute adsorption amounts shown in Tables 5 and 6 with the Langmuir isotherm (Equation 29), the Langmuir pressure (P L ), maximum adsorption amount (n 0 ), and maximum mass of gas adsorbed per solid volume (C µs ) for the Barnett shale are determined to be 6.513 MPa, 0.2311 mmol/g, and 9.6433 kg/m 3 , respectively. In addition, these factors for the Eagle Ford shale are 8.964 MPa, 0.3084 mmol/g, and 13.6239 kg/m 3 , respectively. Finally, the adsorbed phase concentration (C s ) can easily be obtained.
Regression analysis can be used to determine four critical parameters: the first-order and second-order slip coefficients (A 1 and A 2 ), tortuosity (τ), and surface diffusivity at zero coverage (D s0 ). According to previous studies 40, 41, 46, 50 , the reliable ranges of these four parameters are as follows: A 1 -from 0.5 to 2; A 2 -from 0.2 to 1.2; τ -from 2.3 to 11.9; and D s0 -from 1 × 10 −8 to 1 × 10 −4 m 2 /s. The four regression parameters and average absolute percent error (%AAD) values are exhibited in Table 7 . In addition, the measured permeabilities and curve-fitting results are displayed in Fig. 6 . The low %AAD values and curve-fitting results presented in Fig. 6 may indicate that the apparent permeability model can appropriately evaluate the permeability of shale gas reservoirs. To further verify the applicability of the developed apparent permeability model, Fink's permeability model, which is expressed as a superposition of slip flow considering the Klinkenberg effect and the pore-elastic effect, is used as a comparison. Fink's permeability model is given as 24 :
where k ∞,0 is the Klinkenberg-corrected permeability coefficient at zero effective stress, α k is an adjustable parameter indicating stress sensitivity, χ determines the relative sensitivity of permeability to changes in pore pressure, b 0 is the gas slippage factor at zero effective stress, and β is the slope of the linear best fit that indicates stress sensitivity. The curve-fitting results and regression parameters are shown in Fig. 6 and Table 8 , respectively. From the curve-fitting results of the developed apparent permeability model and Fink's model shown in Fig. 6 , it is obvious that both permeability models can properly describe changes in the permeability of the shale matrix with pore pressure. However, compared with Fink's model, the apparent permeability model proposed in this study has several advantages. First, based on the Knudsen number, the second-order gas slippage and Knudsen diffusion are considered to extend the applicability of this model to the transition flow regime (0.18 < Kn < 0.5). Second, the gas adsorption effect, which includes the reduction in pore width and surface diffusion, is incorporated to represent the flow behavior of adsorptive gas (methane) in nanopores. In addition, surface diffusivity, which is difficult to measure in the laboratory, can be obtained via the regression analysis of the measured permeability of shale rocks. In this study, the determined surface diffusivity is on the order of 10 −5 , which is consistent with published data 19, 50 .
Moreover, the Knudsen numbers and permeabilities attributed to the different gas transport phenomena of the Barnett and Eagle Ford shales are shown in Tables 9 and 10, respectively.
Based on their Knudsen numbers, the flow regimes for both the Barnett and Eagle Ford shale core samples represent the transition flow regime. However, their Knudsen numbers are far less than 1 (0.18 < Kn < 0.5); thus, the permeability of Knudsen diffusion contributes little to the total apparent permeability, as Knudsen diffusion will dominate the flow behavior when Kn ≥ 1 9, 17 . In contrast, if the Knudsen number is much larger than 1, Knudsen diffusion may account for a larger proportion of the total apparent permeability. Moreover, Equation 37 indicates that Knudsen diffusion is only dependent on the Knudsen number (Kn) and tortuosity (τ). Thus, only the pore size distribution and the thickness of adsorbed methane can cause variations in Kn and thus lead to a significant difference. Compared with Knudsen diffusion, gas slippage and surface diffusion contribute the most to the total apparent permeability. The contribution from surface diffusion due to gas adsorption accounts for approximately 50% of the total apparent permeability. Therefore, the gas adsorption effect plays an important role in characterizing the shale permeability. In addition, the permeabilities of both gas slippage and surface diffusion increase as the pore pressure decreases, which indicates that the gas flow in shale gas reservoirs may be enhanced during gas production. This finding may deserve close attention from production engineers.
Conclusions
In this study, an apparent permeability model is developed to characterize the gas flow behavior in nanoporous shale. This model considers the effects of gas adsorption, stress dependence, and surface diffusion. Here, experimental measurements of the gas adsorption/desorption, stress-dependent pore volume, and matrix permeability of shale were conducted; then, multiparameter analysis of the measured data was performed to determine the critical parameters contributing to gas flow in nanopores. The experimental studies and multiparameter analysis yielded the following conclusions.
1) The SLD-PR model can properly evaluate the excess methane adsorption capacity of the Barnett and Eagle Ford shales measured in the laboratory. By considering the pore size distribution obtained from nitrogen adsorption and desorption isotherms, this model can reliably estimate the effective slit-shaped pore width in order to calculate the Knudsen number. 2) Gas adsorption has two competitive effects. Adsorbed gas will reduce the effective pore width for gas flow in nanopores, while surface diffusion will provide additional mobility to enhance gas flow in nanopores. The reduction in pore width leads to a larger Knudsen number, which has an impact on the flow regime determination. Meanwhile, the movement of adsorbed gas due to surface diffusion largely contributes to the apparent permeability of shale.
3) The developed apparent permeability model, which considers the effects of gas adsorption, stress dependence, and non-Darcy flow, can appropriately characterize the shale permeability measured using the pressure-pulse decay method. 4) The non-Darcy flow effect, which is expressed as the combination of second-order slippage, Knudsen diffusion, and surface diffusion, enables researchers to describe the gas flow behavior in the transition flow regime. In this study, gas slippage and surface diffusion dominate the gas flow in nanopores, with Knudsen numbers ranging from 0.18 to 0.5. 5) Within a given reliable and reasonable range, the slip coefficients, tortuosity, and surface diffusivity, which are difficult to measure in the laboratory, can be predicted by fitting the measured permeability with the apparent permeability model. Table 10 . Knudsen numbers and permeabilities due to different gas transport phenomena of the Eagle Ford shale.
